e Tecfi S.p.A. - Sistemi di Fissaggio
e c l Sede operativa, stabilimento e corrispondenza:
EEE S.S. Appia km.193 - 81050 Pastorano (CE) - Italia
Fixin g S ystems tel. (+39).0823.88.33.38
www.tecfi.it info@tecfi.it

GS 01 - GS 02 Vite per fissaggi su calcestruzzo(filetto Hi-Lo), impronta a 6 lobi, zincata
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Informazioni aggiuntive

Materiale: Acciaio al Carbonio Cementato

Durabilita:  Zincata Cr lll 5 um min

Resistenza alla corrosione in

nebbia salina (UNI ISO 9227): a8h

— |

Reazione al fuoco: Al in accordo alla EN13501-1

DATI TECNICI E RISULTATI DI PROVA SU VITI GS
CARICO CARATTERISTICO

CALCESTRUZZO CALCESTRUZZO
MisuraVite  tiy  do by hmin Mnom hef  dF SW  Cmin Smin Cer Ser  NON FESSURATO C20/25 (kN) | AERATO AUTOCLAVATO (kN)
Codice Articolo  dvx Iv(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) ESTRAZIONE TAGLIO ESTRAZIONE

@ 5 (solo GS02

GS 02 50 052 5x52 15
GS 02 50 062 5x62 25
GS 02 50 072 5x72 37
GS 02 50 082 5x82 45 4 45 | 100 | 35 30 6 T15| 30 30 45 90 1,29 4,00 0,3**
GS 02 50 092 5x92 57
GS 02 50 102 5x102 65
GS0250112 | 5x112 75

CARICO CARATTERISTICO

CALCESTRUZZO CALCESTRUZZO
Misura Vite  tgy dy h1  bmin hpom  hef d¢ SW  Cmin Smin  Cer Ser NON FESSURATO C20/25 (kN) | AERATO AUTOCLAVATO (kN)
Codice Articolo  dvx lvmm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) ESTRAZIONE TAGLIO ESTRAZIONE
@ 7,5 (GS01 - GS02) GSO01 GS02
GSO0x75050 | 7,5x50 10
GSO0x 75060 | 7,5x60 20
GSO0x75070 | 7,5x70 30
GSO0x75080 | 7,5x80 40
GSO0x75090 | 7,5x90 50
GSO0x 75100 | 7,5x100 | 60
GSO0x75110 | 7,5x110 | 70
GSO0x75120 | 7,5x120 | 80 " .
GSO0x75135 | 75x135 | 95 6 65 | 100 | 40 35 9 T30 | 40 40 50 | 105 6,00 7,58 0,4 0,3
GSO0x75150 | 7,5x150 | 110
GSO0x75160 | 7,5x160 | 120
GSO0x 75180 | 7,5x180 | 140
GSO0x75200 | 7,5x200 | 160
GSO0x 75220 | 7,5x220 | 180
GS 0x 75250 | 7,5x250 | 210
GSO0x75300 | 7,5x300 | 260

0Ox=GS01-GS02

* Per Calcestruzzo di resistenza maggiore o uguale ad Rck 45 N/mm?, si consiglia di effettuare un foro di diametro 6,5
*%* Non preforare per GS02

0 Per i dati non inseriti in tabella rivolgersi al Laboratorio Tecfi

In tabella sono indicati i CARICHI CARATTERISTICI per prove effettuate su calcestruzzo C20/25 non fessurato senza infuenza del bordo e/o dell’ interasse (valori di estrazione e
taglio in kN: 1kN = 100Kg ).
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TECHNICAL DATA SHEET
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: r ¢ , . . K dr h. ., overallanchor embedment depth
::Z “ P m GS01 h,  effective anchorage depth
do| AAUALLLALALALAL A AR d; diameter of clearance hole in the fixture
H K . . oot et ‘-- .3 sSwW SW  wrench size
:IL : - o R m@ GS02 Cnin  Minimum allowable edge distance
PTES A ¢ . ‘ o Smin  Minimum allowable spacing
—! - * edge distance for ensuring the transmission of the characteristic
het Cer resistance of a single anchor
hnom spacing for ensuring the transmission of the characteristic resistance
| Ser of a single anchor
Additional information
Material: Hardened Carbon Steel
L | I Durability:  Zinc plated Cr Il 5 pm minimum
1&=s= wﬁ% Corrosion resistance in salt
] -— 48 h
R . spray (ISO 9227):
Fire reaction: Al according to EN13501-1
TECHNICAL DATA AND TEST REPORT OF Tecfi GS SCREWS
CHARACTERISTIC LOADS
NON-CRACKED CONCRETE C20/25 AUTOCLAVED AERATED
Screw Size  tgy dy h1  bmin brom hef  df SW  Chin Smin Cer Ser (kN) CONCRETE (kN)
Item Code dvxlvimm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) PULL OUT SHEAR PULL OUT
@ 5 (solo GS02
GS 02 50 052 5x52 15
GS 02 50 062 5x62 25
GS 02 50 072 5x72 37
GS 02 50 082 5x82 45 4 45 | 100 | 35 30 6 |T15| 30 30 45 90 1,29 4,00 0,3**
GS 02 50 092 5x92 57
GS 0250102 | 5x102 65
GS0250112 | 5x112 75
CHARACTERISTIC LOADS
CALCESTRUZZO CALCESTRUZZO
Screw Size  tgy dy h1  bmin hpom  hef d¢ SW  Cmin Smin  Cer Scr NON FESSURATO C20/25 (kN) | AERATO AUTOCLAVATO (kN)
Item Code dvxlvimm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) PULLOUT SHEAR PULL OUT
@ 7,5 (GSO1 - GS02) GS01 GS02
GSO0x75050 | 7,5x50 10
GSO0x75060 | 7,5x60 20
GSO0x75070 | 7,5x70 30
GSO0x75080 | 7,5x80 40
GSO0x75090 | 7,5x90 50
GS0x 75100 | 7,5x100 60
GS 0x 75110 | 7,5x 110 70
GSO0x 75120 | 7,5x120 80 " -
GSOx75135 | 7,5x135 95 6 65 100 | 40 35 9 T30 | 40 40 50 105 6,00 7,58 0,4 0,3
GS0x 75150 | 7,5x150 | 110
GSO0x75160 | 7,5x160 | 120
GSO0x 75180 | 7,5x180 | 140
GS0x 75200 | 7,5x200 | 160
GSO0x 75220 | 7,5x220 | 180
GS 0x 75250 | 7,5x250 | 210
GSO0x75300 | 7,5x300 | 260

Ox =GS01-GS02

* For Concrete with Strength more then Rck 45 N/mm?2, it needs to drill a hole of diameter 6,5
** Do not predrill for GS02

O For all specification not included in the table, please contact Tecfi Lab
Pull-out and shear showed in the table are CHARACTERISTIC LOADS from tests run on non-cracked concrete C20/25 without edge and spacing effect (Pull-out and shear loads are

in kN: 1kN = 100Kg)
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